
マスクパターン・カラーフィルタ

を交換可

12 13

ムラのない均一な面発光ライト。 表面のマスクは自由にカスタム可能

カラーフィルタの使用で色も様々に変更可。 調光機能内蔵



A5/A4/A3 type only

mask pattern
（LBDC-(A5,A4,A3)-(P0~P2)(S1~S2)）
• Lineup of patterns suitable for various works 
Pattern can be modified freely upon your request. 

Dedicated arm（LB-AMN）
• The arm can be mounted to various locations as it uses a clamp to fix. 
• Vertical adjustment : 50 ㎜ ~450 ㎜
 （Option : Pole length 750 ㎜ /1000 ㎜）

（A3/A4/A5)

Light Board PRO II 
Uniform surface emitting light without unevenness
※ One mask pattern that you specify is included in the system. 

Size comparison

A3 A5A4

How it looks / How to 

Granular structure cannot be observed under fluorescent light but it can be identified by Light Board PRO II irradiation.  

Lineup of about 700 types of color filters The mask pattern and color filters 
are replaceable.

Transmission inspection is possible. 

Light Board PRO II　A5 Light Board PRO II　A4 Light Board PRO II　A3

PWM　　　(Pulse/Wide/Modulation) control 

Product Name
Model

Light emitting surface size
Dimension
Weight

Power consumption
Light control method
Power supply
Accessory

Surface illuminance
Direct illuminance

47000Lx　（When mask pattern P0 is used）
AC adapter

※One mask pattern that you specify is included in the system.

Light Board PRO II  
Major inspection examples 
• Inspection of scratches, granular structures, etc. on shining surfaces such as coating, plating, and various die surfaces 
• Inspection of scratches on film 
• Inspection of scratches on wheel 

※ The photo shows an example of combination of Light Board PRO II and a dedicated arm. 
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